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ADRIAN-RAD® AA

 Type AA 13 AA 22 AA 35 AA 50
 Natural gas
 Nominal heat input kW 13 21,6 32,5 49

 Gas pressure on inlet mbar 20 20 20 20
 Gas consumption m3/h 1,38 2,35 3,41 5,1
 Propane
 Nominal heat input kW 12,9 17,1 24,9 35,5
 Gas pressure on inlet mbar 37 37 37 37
 Gas consumption kg/h 0,96 1,36 1,93 2,79

 Electrical connection 230 V, 1-ph.

 Electric input W 65 65 65 135

 Gas connection ø 1/2” ø 1/2” ø 1/2” ø 1/2”
 Combustion air inlet mm 100 100 100 100
 Combustion outlet mm 100 100 100 100
 Weight kg 62 62 80 110

Dimensions A B C D E
AA 13 mm 5145 700 2055 225 565
AA 22 mm 5145 700 2055 225 565
AA 35 mm 5780 730 2345 247 589
AA 50 mm 8410 730 2345 247 589

Recommended minimal installation heights for full-area heating*
Type AA 13 AA 22 AA 35 AA 50
Installation under ceiling m 4,5 5 6,5 7,5

Installation on the side wall m 4 4,5 6 7
*Data shown here are to be considered as a reference only. National technical norms and applicable directives must be respected. 

Combustion air inlet

Combustion outlet




