
3 m 4 m 5 m

Steel
1.0 - 1.2 KP10410-3M KP10410-4M KP10410-5M

1.2 - 1.6 KP10411-3M KP10411-4M KP10411-5M

Alu, 

Stainless, 

CuSi

1.0 - 1.2 KP10418-3M KP10418-4M KP10418-5M

1.2 - 1.6 KP10420-3M KP10420-4M KP10420-5M

Alu, 

Stainless, 

CuSi

1.0 - 1.2 KP10419-3M KP10419-4M KP10419-5M
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Part No.

LGS 505 G - 3.0 m K10429-505-3M

LGS 505 G - 4.0 m K10429-505-4M

LGS 505 G - 5.0 m K10429-505-5M

www.lincolnelectric.eu

Contact tip see table 

below

Nozzle tip see table 

below

Gas diffusor 

KP10408-WT (white)

KP10408-BR (brown)

KP10408-CR (ceramic)

Swan neck 

KP10450-L20

Handle 

KP10450-L17

Power+Water hose (out)

3M: KP10450-L51

4M: KP10450-L52

5M: KP10450-L53

Wire conduit

3M: KP10450-L39

4M: KP10450-L40

5M: KP10450-L41

Trigger 

KP10450-L2

Coax cable

assembly (complete)

3m: KP10450-L48

4m: KP10450-L49

5m: KP10450-L50

Liner

See table below

Nut M10x1

KP10450-L16

Euro body W

KP10450-L28

Adaptor nut 

KP10450-L27

Screw M4x6  

KP10450-L13

Spring support

KP10450-L56

Tip adaptor

KP10456-2

Insulating washer 

KP10450-L77

Water hose (in)

3M: KP10450-L45

4M: KP10450-L46

5M: KP10450-L47

Gas hose (in)

3M: KP10450-L42

4M: KP10450-L43

5M: KP10450-L44

Hose clamp 

8 for gas

KP10450-L54
Hose clamp 

9.5 for water

KP10450-L55

Quick connector 

KP10450-L34

Hose clamp 9 

KP10450-L37
Water outlet 

hose 0.5m  

KP10450-L36

Back box W  

KP10450-L29

Cable protection 

KP10450-L30

Joint

KP10450-L31

Ring

KP10450-L32
Screw 3.9x16 

KP10450-L33

Back box kit complete 

KP10450-L38

M8x30

0.8 mm 0.9 mm 1.0 mm 1.2 mm 1.6 mm

ECu KP10445-08 KP10445-09 KP10445-10 KP10445-12 KP10445-16

CuCrZr KP10445-08C KP10445-09C KP10445-10C KP10445-12C KP10445-16C

Al (Ecu) KP10445-08A KP10445-09A KP10445-10A KP10445-12A KP10445-16A

Φ Part N.

16 mm KP10461-5

14 mm KP10461-10

20 mm KP10460-5

20 mm KP10463-5

red

yellow

red
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Maintenance and User Manual

Warning: Risk of electric shock!

Always disconnect the welding machine from the line power before 
maintenance, inspection, or exchange of spare parts.

Precautions

!

!


