
 

The	  information	  contained	  in	  this	  data	  sheet	  is	  believed	  to	  be	  reliable,	  but	  the	  suitability	  of	  the	  products	  
must	  be	  judged	  by	  the	  individual	  user.	  These	  specifications	  may	  be	  subject	  to	  change	  without	  notification	  
or	  obligation.	  No	  warranty	  or	  liability	  for	  results	  obtained	  is	  expressed	  or	  implied.	  

TECHNICAL	  Data	  Sheet	  

PPP	  range	  	  
Hot	  stamping	  foils	  	  

Introduction:	  
	  
PPP	  the	  most	  versatile	  series	  for	  graphics	  applications,	  covering	  medium	  to	  large	  areas,	  allowing	  excellent	  
stamping	  definition	  and	  adhesion.	  	  
 

Applications	  include:	   	   	  
	  

ü UV	  ink	  coated	  paper,	  embossed	  paper	  
ü OPP/	  PET	  laminated	  paper	  	  
ü PP	  synthetic	  paper	  
ü 	  PVC	  and	  PET	  film	  label	  stocks	  
ü Plain	  paper	  and	  board,	  cosmetic	  cartons	  	  	  
ü Printed,	  coated	  and	  uncoated	  paper	  
ü Dry	  and	  rough	  laminates	  
ü Vinyl	  coated	  paper	  
ü Resin	  coated	  paper	  
ü Gloss	  and	  mat	  laminated	  paper	  

	  
 
Properties	  Overview	  

	  
ü Suitable	  for	  vertical,	  cylinder	  presses	  and	  rotary	  stamping	  machines.	  
ü Available	  in	  Bright	  gold,	  silver	  and	  a	  wide	  range	  of	  metallic	  colours.	  
ü Cigarette	  packages,	  labels,	  greeting	  cards	  
ü Covers,	  Cartons,	  boxes,	  etc.	  	  
ü Advertising	  material	  and	  all	  other	  uses	  in	  the	  graphic	  sector	  
ü Very	  good	  and	  sharp	  stamping	  definition	  	  
ü Excellent	  abrasion	  and	  scratch	  resistance	  	  
ü Formulation	  is	  suitable	  for	  covering	  medium	  to	  large	  image	  area	  
ü Most	  versatile	  foil	  suitable	  to	  use	  on	  nearly	  all	  machine	  types	  in	  the	  graphic	  industry.	  	  

	  
	  

Stamping	  Machine	  Details:	  
	  

ü 90-‐140	  on	  	  vertical,	  calm	  shell	  ,	  roll	  on	  machines	  /	  metal	  die.	  	  

ü 140-‐170	  on	  cylinder	  machines.	  

ü 170-‐220	  on	  rotary	  machines	  

 

Availability	  
	  

• PPP	  series:	  7	  /	  10	  days	  	  
• Contact	  Henan	  Foils	  for	  availability	  of	  other	  shades.	  

 


