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HOLOGRAPHIC PHS 
Hot stamping foils 
	Introduction:

	Henan Foils produces exceptional holographic hot stamp foils in a wide variety of patterns, having highest levels of brilliance and colours. 

Our holographic hot stamp series can be used for a wide range of substrates, depending of job application requested.  
Henan ‘s Holographic Foils can be over stamped or over laminated, also offers excellent adhesion across a large applications areas.  



	

	Applications include:



	· Ordinary paper  

· Printed, coated and uncoated paper

· Dry and rough laminates

· PS, PC, Acrylic and others 

· UV ink coated paper

· Resin  coated paper

· PET film label stocks

· PVC stickers 

	

	Construction 

	PET

RELEASE COAT 

EMBOSS COAT 

METALIZED LAYER 

TIE COAT

SIZE COAT




	Temperature conditions 

	· 95-150º C  on  vertical, calm shell , roll on machines / metal die. 

· 150-179 º C  on cylinder machines.

· 200-245 º C  on rotary machines


	Availability

	· HSF series: 10 / 15 days 

· Contact Henan Foils for availability of other shades.


.

The information contained in this data sheet is believed to be reliable, but the suitability of the products must be judged by the individual user. These specifications may be subject to change without notification or obligation. No warranty or liability for results obtained is expressed or implied.


